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LED Indicators
Three highly visible LEDs show; 1) power to control, 2) power out from control,
3) power out from control due to a recirculation mode to protect the system
from freeze damage.

GL-30 Output
The GL-30 output is rated at 20 Amps and is designed to directly operate a
pump or fan for heat collection when the controller is sensing an appropriate
temperature differential

Differential
The GL-30 has an adjustable differential with a range of 8º to 24ºF. Solar
systems with long pipe runs normally require a higher turn-on diffeential
temperature, and open loop systems with short pipe runs usually require a
lower turn-on differenttial temperature for optimum performance.  The GL-30
offers versatility to tailor controls to numerous specific systems designs.

Storage High Limit
The GL-30 allows you to set a high limit storage temperature from 110º to 230ºF.

Recirculation Freeze Protection
Recirculation freeze protection, when enabled, turns the GL-30 output on to
circulate warmer storage water through the collectors when near freezing
temperatures are reached at the collector sensor.

System Test Switch
The system test switch manually switches the GL-30 to ON, AUTO, or OFF for
complete control over the system at all times.

Goldline TD-GL Digital Monitor
The GL-30 contains a quick plug-in adaptor for easy connection to a
Goldline TD-GL snap-in digital monitor.  This combination provides
a digital readout of ±1ºF temperature accuracy for maximizing operating
efficiency.  The TD-GL also has a minimum/maximum memory for
temperatures seen at the collector sensor.  The TD-GL may be snapped
into the cover of the GL-30 series control or mount remotely.

The GL-30 may be connected in permanent installations or carried
around as a convenient diagnostic tool.  By simply plugging into a GL-
30 control and reading the collector and storage temperature sensors, the
technician can speed service on any job.

Goldline SensorsGoldline SensorsGoldline SensorsGoldline SensorsGoldline Sensors
Goldline provides a wide assortment of remote temperature sensors.
These 10K ohm thermistor sensors are to be used with all Goldline
temperature controls.  General use and application specific sensor
housings ensure that we have the sensor that will work best for your
application.

Accessories

10 Year Limited Warranty
Goldline Controls Inc. now offers a full 10 year limited
warranty on all solar controls and accessories!  This warranty
will cover repair or replacement of the control at no cost for
the first 24 months.  For years 3 through 5, the repair/
replacement fee will be a maximum of 25% of the current list
price, and for years 6 through 10, the repair/replacement free
will be a maximum of 50% of the current list price.  The best
controls now have the best warranty.  See the Goldline
warranty statement for detail.


